tubing, faucets and fittings
small Bore teflon® ptFe tubing
Order by the Foot*
• Superior Chemical Resistance
• High degree of flexibility allows multiple twists and
turns in tight spaces
• Non-stick surface will not collect particulates
• *Sold by the foot, with a minimum cut of 25 feet.

Catalog No.

i.D.

Wall

H21195-0034

0.86mm (0.034")

0.30mm (0.012")

H21195-0038

0.97mm (0.038")

0.30mm (0.012")

H21195-0047

1.19mm (0.047")

0.30mm (0.012")

H21195-0068

1.73mm (0.068")

0.30mm (0.012")

plastic tubing Cutter
Pocket-Sized Cutter
Portable, pocket-sized cutter cuts flexible tubing from 1.6mm to
19mm (1⁄16 to 3⁄4 ") O.D. The jaw is lightly spring-loaded and will
remain closed for safety when not in use. A replaceable,
hardened steel blade makes clean, straight cuts. 7.6cm (3")
long.

Catalog No.

DesCriptioN

H21010-0000

Plastic Tubing Cutter

Case

12

H21011-0000

Replacement Blades

24

tubing sizer - metric gauge
Stop Guessing…Know What Size You Need
A handy metric diameter gauge that will end doubt about inside or
outside diameters. The gauge measures glass and plastic tubing,
connecting pieces, rods, test tubes, etc. between 1.5 and 16mm.
Holes on one side measure O.D.; pins on the other side measure
I.D. Keep one with your tubing and one with your test tubes, centrifugation tubes and adaptors. Made of polypropylene, the gauge
is autoclavable at 121ºC (250ºF)

Catalog No.

DimeNsioNs (l x W x h)

F13390-0000

12 x 5 x 1.2cm (4 3⁄4 x 2 x 1⁄2 ")
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tubing holder
Clips on Beakers and Pitchers
This polypropylene clip holds flexible tubing steady and fits
securely onto the edge of beakers or pitchers up to 1⁄4" thick.
It has a 5.1cm (2") long arm with a hole to accept tubing up to
9.5mm ( 3⁄8 ") O.D. Autoclavable. 6 per bag, 6 bags per case.

Catalog No.

DesCriptioN

F18235-0000

Holds tubing up to 9.5mm (3⁄8") O.D.

tubing sinkers
Keep Tubing at the Bottom of Vessels
Teflon® sinkers keep tubing at the bottom of your container. Ideal for
use with pumps and dispensers, these sinkers have hose barb ends
for simple tubing connection. Solvent resistant and autoclavable.
sold as set of two sizes or individually.

Catalog No.

Fits tuBiNg size i.D

F32903-0100

One of each size below

F32903-0102

5.5 to 6.2mm ( 7 ⁄32 to 1 ⁄4 ")

F32903-0104

8 to 10.5mm ( 5 ⁄16 to 7 ⁄16 ")

stat-o-lok™ Disconnects
Quick Disconnect, In-line Tubing Connectors with
Buna-N O-Ring
Chrome plated brass connectors with Buna-N O-Ring feature
easy-to-use slide locks for leak-free, in-line connections, and
automatic shut off when disconnected. Hose barb ends accept
flexible tubing. Operate at temperatures to 82ºC (180ºF),
pressures to 1.7 Mpa (250 psi), and vacuum to 30 microns of Hg. Chrome plated valves
provide dependable operation and are ideal for liquid and gas connectors in biomedical
instrumentation and general industrial applications.
Fits tuBiNg i.D.

3mm (1⁄8")

male

F19723-0802

3mm (1⁄8")

female

F19724-0204

6mm (1⁄4")

male

F19724-0804

6mm (1⁄4")

female
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Catalog No.

F19723-0202
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heavy Duty Faucets
Two Sizes to Suit Your Needs
The needle type, Teflon® O-ring seal inside this polyethylene
faucet prevents back pressure liquid from escaping through
the operating knob. Used on Scienceware® aspirator bottles
and tanks, the outlet accepts 16mm I.D. (5⁄8 ") tubing. The
F30852 fits standard steel drums Per each, 12 per case.

Catalog No.

DesCriptioN

F30851-0000

12.7mm (1⁄2 ") NPT

F30852-0000

19mm (3 ⁄4 ") NPT

Faucet
Male Threaded Outlet
Same 12.7mm bore ( 1⁄2 ") needle type polyethylene faucet with
same Teflon® O-ring as the F30852 but with the addition of a
male threaded outlet. The outlet accommodates garden hose
coupling standard 19mm - 4.53 threads per cm (3⁄4 " - 11.5
threads per inch). Per each, 12 per case.

Catalog No.

DesCriptioN

H30857-0000

19mm ( 3⁄4 ") NPT

Trays, Tanks and Crocks With Faucets; See Pages 412-415

Complete Fitting assortment
Make the Right Connection - 74 pieces
Stop wasting time hunting for the right tubing connection. This
generous assortment of 74 fittings has everything you need
for routine laboratory set-ups. A clear, hinge-top, polystyrene
storage box makes it easy to find what you need, when you
need it.
Kit includes pairs of commonly used sizes of connector and
stopper styles as listed below:
Polypropylene connectors:
• 5 pair Straight Tubing Connectors

• 6 pair Straight-Stepped Tubing Connectors

• 5 pair “T” Connectors

• 6 pair “Y” Connectors

Polyethylene connectors:

Polyethylene stoppers:

• 3 pair Quick Disconnects

• 12 pair Cup-Type

Catalog No.

DesCriptioN

F19625-0000

Fitting Assortment - 74 piece
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28-piece Fitting Kit
Economical and Practical
• Compatible with tubing from 4.7 to 12.7mm (3⁄16 to ½")
• Fittings for the most common lab connections
• Clamps for flow control and quick disconnect fittings
• Fittings are molded of autoclavable, 121ºC (250ºF)
polypropylene. (Quick disconnect fittings are polyethylene
and not autoclavable)
Kit contains: 5 straight connectors, 4 stepped fittings, 8 "Y" fittings, 4 "T" connectors, 5
quick-disconnect fittings and 2 flow control tubing clamps. The plastic organizer box has room
for adding other fittings and parts.
Catalog No.

DesCriptioN

F19626-0000

28-piece fitting kit

Quick Disconnects
Mix and Match Series to Make Reducing Combinations
Full range of sizes to fit tubing from 3 to 12mm (1⁄8 to 1⁄2 ")
I.D. Consists of two barbed polyethylene connectors which
assemble tightly together with a male-female center taper. Very useful in connecting and
disconnecting vacuum lines and other tubing assemblies. All sizes are interchangeable
with others to make reducing combinations. Operates at temperatures up to 80ºC (176ºF).
12 per bag, 6 bags per case.

Catalog No.

Fits tuBiNg i.D.

H19727-0000

3 to 6mm ( 1⁄8 to 1⁄4 ")

H19728-0000

6 to 9mm ( 1⁄4 to 3⁄8 ")

H19729-0000

9 to 12mm ( 3⁄8 to 1⁄2 ")

Quick Disconnects
Connect Same or Different Sized Tubing
Polyethylene connectors are ideal for vacuum
applications, water lines, manometers, etc. The
F19730 series connects same size tubing;
F19731 connects different size tubing. 12 per
bag, 6 bags per case.
male FittiNg iD

Female FittiNg iD

overall leNgth

4.7 to 6.4mm

4.7 to 6.4mm

6.0cm (23⁄8")

( 3⁄16 to 1⁄4 ")

( 3⁄16 to 1⁄4 ")

F19730-0002
F19731-0552

6.4 to 9.5mm

6.4 to 9.5mm

( 1⁄4 to 3⁄8 ")

( 1⁄4 to 3⁄8 ")

4.7 to 6.4mm

6.4 to 7.9mm

( 3⁄16 to 1⁄4 ")

( 1⁄4 to 5⁄16 ")
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Catalog No.

F19730-0001

6.0cm (23⁄8")
6.0cm (23⁄8")
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stepped tubing Connectors
Autoclavable Polypropylene
12 per bag

Catalog No.

CeNter DimeNsioNs

H19558-0000

4.7 x 6mm ( 3⁄16 to 1⁄4 ")

H19559-0000

4.7 x 9.5mm ( 3⁄16 to 3⁄8 ")

H19560-0000

4.7 x 12.7mm ( 3⁄16 to 1⁄2 ")

H19561-0000

6 x 9.5mm ( 1⁄4 to 3⁄8 ")

H19562-0000

6 x 12.7mm ( 1⁄4 to 1⁄2 ")

H19563-0000

9.5 x 12.7mm ( 3⁄8 to 1⁄2 ")

straight Connectors
Autoclavable Polypropylene
12 per bag.

Catalog No.

tuBiNg i.D.

H19503-0000

3.2mm ( 1⁄8 ")

H19507-0000

4.7mm ( 3⁄16 ")

H19508-0000

6.0mm ( 1⁄4 ")

H19509-0000

9.5mm ( 3⁄8 ")

H19510-0000

12.7mm ( 1⁄2 ")

Connector assortment
Always Have the Right Size Available…Keep an Assortment on Hand!
An assortment of polypropylene straight and straight-stepped tubing connectors. 22 per bag
(2 of each size, 19558-19563 and 19503-19510, as shown above).

Catalog No.

H19570-0000

“t” Connectors
Autoclavable Polypropylene.
12 per bag, 6 bags per case.

Catalog No.

tuBiNg i.D.

F19603-0000

4.7mm ( 3⁄16 ")

F19604-0000

6mm ( 1⁄4 ")

F19606-0000

9.5mm ( 3⁄8 ")
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“5 in 1” Connectors
15 Combinations as Connector or Reducer
Fits 5 sizes of tubing and will connect the same size tubing on both
ends, or will act as a reducer for any combination within the range.
The inside diameter increases with notch size when unneeded length
is cut off for unrestricted flow. The molded polypropylene connectors
are steam autoclavable at 121ºC (250ºF). Ring diameters are 14,
12.5, 11, 9.5 and 7.9mm ( 9⁄16 , 1⁄2 , 7⁄16 , 3⁄8 and 5⁄16 "). 12 per bag, 6 bags
per case.

Catalog No.

DesCriptioN

DimeNsioNs

F19655-0000

Straight Connector 5-in-1

9cm (3 1⁄2 ") long

F19657-0000

“T” Connector 5-in-1

11.8cm (4 5⁄8 ") long x 6.7cm (2 5⁄8 ") branch

“y” Connectors
Autoclavable Polypropylene
12 per bag, 6 bags per case.

Catalog No.

tuBiNg i.D.

F19612-0000

3.2mm ( 1⁄8 ")

F19613-0000

4.7mm ( 3⁄16 ")

F19614-0000

6.0mm ( 1⁄4 ")

F19615-0000

8.0mm ( 5⁄16 ")

F19616-0000

9.5mm ( 3⁄8 ")

F19618-0000

12.7mm ( 1⁄2 ")

stopcocks
2-Piece Design Requires No Lubrication
Molded polyethylene parts snap together forming a tight seal,
and the free-turning key needs no lubrication. A quarter turn
shuts off flow. Maximum pressure rating 48 KPa (7 psi),
489cm of water.

Catalog No.

DesCriptioN

Length 7.9cm (3 1⁄8 "), fits tubing 9.5mm ( 3⁄8 ˝) I.D.

F30917-0000

Length 9.8cm (3 7⁄8 "), fits tubing 12.7mm ( 1⁄2 ˝) I.D.
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stopcocks
2-Way and 3-Way Connections
With a removable, leak-proof plug made of
chemical-resistant, non-stick Teflon® PTFE, these
polypropylene stopcocks have barbed tubulations
that accept 6.4mm to 9.5mm ( 1⁄4 " to 3⁄8 ") I.D.
tubing. Three-way models allow connection of any two or all three arms. Pressure rating is
240 KPa (35 psi). Steam autoclavable at 121oC (250oF). Per each, 6 per case.

Catalog No.

DesCriptioN

Bore size

F30890-0000

2-way

2mm

F30891-0000

2-way

4mm

F30894-0000

3-way

2mm

F30895-0000

3-way

4mm

Instant Cut-Off Control

stopcocks
Chemical Resistant Fluoroplastic
PVDF (polyvinylidene fluoride) is a fluoroplastic
resistant to most chemicals and withstands
temperatures up to 204ºC (400ºF). Barbed
tubulations accept rubber or plastic tubing.
Three-way configuration permits connection of any
two or all three ports. Maximum pressure rating 34.3
KPa (5 psi). Steam autoclavable at 121oC (250oF).
Catalog No.

DesCriptioN

Bore size

aCCepts tuBiNg i.D.

F30888-0006

3-way

4mm

6mm

F30888-0008

3-way

6mm

8mm

F30888-0010

3-way

8mm

10mm

For Easy, Neat Dispensing

pinch valve
Control Fluid Flow without Drips
Squeeze the soft silicone body of the valve to permit flow,
and release pressure to suspend the flow. Withstands
approximately 16 lbs. of pressure. Made of Teflon®, stainless
steel and polypropylene for maximum chemical-resistance.
Steam autoclavable at 121oC (250oF). Per each, 4 per case.

Catalog No.

Fits tuBiNg i.D.

F30848-0004

6 to 8mm (1⁄4 to 5⁄16 ")

F30848-0005

8mm to 9.5mm (5⁄16 to 3⁄8 ”)

F30848-0006

9.5mm to 11mm ( 3⁄8 to 7⁄16 ”)
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Check valves
Ensure One-Way Directional Flow in Vacuum Lines
Install in vacuum lines so that built-in arrows indicate
direction of free flow. These polyethylene check valves
operate positively and will instantly block flow if direction changes. Neoprene disk, no metal.
Maximum operating pressure is 20psi. 12 per bag, 6 bags per case.

Catalog No.

Bore i.D.

F19713-0001

2.4mm

overall leNgth

( 3⁄32 ")

(2 3⁄4 ")

( 5⁄16 to 1⁄4 ")

F19713-0002

6.4mm

81mm

12.7 to 9.5mm

( 1⁄4 ")

(3 3⁄16 ")

( 1⁄2 to 3⁄8 ")

70mm

taper

7.9 to 6.4mm

Check valves
Stops Reverse Flow of Liquid When Pressure Is Interrupted
Useful when connecting a vacuum line to a filter flask.
Polypropylene valve with neoprene valve disk. Recommended
maximum pressure 20psi (1034 Torr). Autoclavable. 6 per bag,
12 bags per case.

Catalog No.

H19715-0000
H19716-0000
H19717-0000

overall
leNgth

leNgth
tapereD eND

60mm

19mm

(2 3⁄8 ")

( 3⁄4 ")

Diameter
tapereD eND iN

Diameter
tapereD eND out

3.1 to 6.4mm

3.1 to 6.4mm

( 1⁄8 to 1⁄4 ")

( 1⁄8 to 1⁄4 ")

60mm

19mm

6.4 to 9.5mm

6.4 to 9.5mm

(2 3⁄8 ")

( 3⁄4 ")

( 1⁄4 to 3⁄8 ")

( 1⁄4 to 3⁄8 ")

76mm

25mm

9.5 to 12.7mm

9.5 to 12.7mm

(3")

(1")

( 3⁄8 to 1⁄2 ")

( 3⁄8 to 1⁄2 ")
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