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SpecificationS
temperature
Range:	 -40.0	to	158.0	°F	/	-40.0	to	70.0	°C
Resolution:	 0.1°
Humidity
Range:	 1.0	to	99.9%
Resolution:	 0.1%

teMpeRatURe DiSpLaY MoDeS
Relative	Humidity	is	show	on	the	upper	portion	of	
the	display.		Temperature	is	shown	on	the	lower	
portion	of	the	display.

The	following	Temperature	Display	Modes	are	
available:	
Current Temperature-	
Shows	the	current	temperature.
Dew-Point Temperature-
Shows	the	Dew-Point	temperature.		Indicated	by td	
appearing	to	the	right	of	the	temperature	display.
Wet-Bulb Temperature-	
Shows	the	Wet-Bulb	temperature.		Indicated	by	tw	
appearing	to	the	right	of	the	temperature	display.

Each	press	of	the	p	or	q		button	will	cycle	the	dis-
play	through	the	different	temperature	display	modes.

DiSpLaYinG °f oR °c
To	display	the	temperature	readings	in	Fahrenheit	
or	Celsius,	press	and	release	the	SET	button.		Each	
press	of	the	SET	button	will	toggle	the	temperature	
display	between	°F	and	°C.

RecaLL MaX/Min MeMoRY
To	view	the	maximum	and	minimum	readings,	
press	the	MODE	button.		“MAX”	appears	on	the	
display	to	indicate	the	maximum	readings	recorded	
are	being	displayed.		Press	the	MODE	button	a	
second	time.		“MIN”	appears	on	the	display	to	in-
dicate	the	minimum	readings	are	being	displayed.		
If	the	high	or	low	alarms	have	been	activated,	the	
display	will	also	cycle	through	the	alarm	set	point	
values.	(See	the	“Alarms”	section.)

The	MAX	and	MIN	temperature	that	is	displayed	is	
dependant	upon	the	temperature	display	mode	that	
has	been	selected	(see	the	“Temperature	Display	
Modes”	section).		Pressing	the	p	or	q		button	
while	displaying	the	MAX	and	MIN	will	cycle	the	
display	through	the	different	MAX/MIN	temperatures	
recorded	(Current,	Dew-Point,	and	Wet-Bulb).
If	no	buttons	are	pressed	for	15	seconds,	the	
unit	will	return	to	the	current	temperature	display	
(“MAX”	or	“MIN”	no	longer	appear	on	the	display).

ReSet MaX/Min MeMoRY
While	the	MAX	or	MIN	humidity	and	temperature	
is	being	displayed	(indicated	by	“MAX”	or	“MIN”	on	
the	display),	press	the	CLEAR	button	once.		The	
display	will	read	“-	-	-“	and	the	reading	will	be	set	
to	the	current	humidity	and	temperature	readings.		
The	MAX	and	MIN	readings	may	be	reset	indepen-
dent	of	each	other.		When	reset,	the	humidity	and	
temperature	readings	(ambient,	dew	point,	and	wet	
bulb)	are	reset	to	the	current	readings.

aLaRMS
High	and/or	low	alarm	points	may	be	set	for	
either	of	the	following	units	of	measure:		Humidity,	
Temperature,	Dew-Point	Temperature,	or	Wet-Bulb	
Temperature.		A	high	alarm	point	and	a	low	alarm	
point,	or	both,	may	be	set;	however,	the	unit	of	
measure	for	the	high	and	low	alarm	must	be	the	
same.		If	the	high	alarm	point	is	set	for	humidity,	
the	corresponding	low	alarm	point	(if	used)	must	
also	be	for	humidity.		For	example,	a	high	alarm	
point	for	humidity	and	a	low	alarm	point	for	tem-
perature	may	not	be	set	simultaneously.

High Alarm Set-Point (�	ALARM)	= An	alarm	will	
sound	when	the	reading	rises	above	the	set-point

Low Alarm Set-Point (�	ALARM)	=	An	alarm	will	
sound	when	the	reading	falls	below	the	set-point

The	user	may	enable/disable	any	or	all	of	the	
alarm	set-points.

activate/De-activate the High/Low alarms
1.	Press	and	hold	the	SET	button	until	“�	ALARM”	
	 (low	alarm)	appears	on	the	display.
NOTE:		While	setting,	if	no	button	is	pressed	for	15	
seconds,	the	unit	will	automatically	return	to	the	current	
humidity/temperature	display.

2.	Each	press	of	the	p	or	q		button	will	toggle
	 the	low	alarm	on	or	off.
"�	ALARM	OFF”	indicates	that	the	low	alarm	is	not	active.
“�	ALARM	ON”	indicates	that	the	low	alarm	is	active.

3.	Once	the	desired	on/off	status	appears	on	the
	 display	for	the	low	alarm,	press	the	SET	button.
	 “�	ALARM”	(high	alarm)	will	appear	on	the
	 display.
4.	Each	press	of	the	p	or	q		button	will	toggle
	 the	high	alarm	on	or	off.
"�	ALARM	OFF”	indicates	that	the	high	alarm	is	not	active.
“�	ALARM	ON”	indicates	that	the	high	alarm	is	active.
5.	Once	the	desired	on/off	status	appears	on	the
	 display	for	the	high	alarm,	press	the	SET	button.
	 The	unit	of	measure	to	monitor	will	flash	on	the
	 display.
	 “%”	=	Humidity
	 °F	or	°C	=		Ambient	Temperature*
	 td	=	Dew	Point	Temperature*
	 tw	=	Wet	Bulb	Temperature*
	 *The	temperature	unit	of	measure	(°C	or	°F)	will	be	
	 dependant	upon	the	unit	selected	(See	the	“Displaying
	 °F	or	°C”	section).		The	temperature	alarm	point	will
	 automatically	be	switched	to	°F	or	°C	based	on	what
	 has	been	selected.

6.	Press	the	p	or	q		button	until	the	desired	unit	
	 of	measure	appears	on	the	display.
7.	Press	the	SET	button,	the	unit	will	return	to	the
	 current	humidity/temperature	display.
When	the	low	alarm	and/or	high	alarm	has	been	
activated,	%)))		will	appear	at	the	top	right	corner	of	
the	display.

Setting the alarm Values
Follow	these	procedures	once	the	low	alarm	and/or	
high	alarm	has	been	activated:
1.	With	the	current	humidity/temperature	on	the
	 display,	press	the	MODE	button	3	times.	The
	 alarm	set	point	will	appear	on	the	display.
	 “�	ALARM”	indicates	low	alarm
	 “�	ALARM”	indicates	high	alarm
NOTE:		While	setting,	if	no	button	is	pressed	for	15	
seconds,	the	unit	will	automatically	return	to	the	current	
humidity/temperature	display.

2.	Press	and	release	the	SET	button.		The	alarm
	 set	point	will	flash	on	the	display.
3.	Press	the	p	or	q		button	until	the	desired
	 value	appears	on	the	display.
Press	and	hold	the	button	to	rapidly	change	the	display.

4.	Once	the	desired	value	appears	on	the	display,
	 press	the	SET	button.		The	alarm	set	point	will	no
	 longer	flash.
5.	Press	the	MODE	button,	if	both	alarms	have
	 been	activated,	the	next	alarm	set	point	will
	 appear.		Follow	steps	2	through	4	to	set	the	next
	 alarm	set	point	value.	If	only	one	alarm	has
	 been	activated,	the	unit	will	return	to	the	current
	 humidity/temperature	display.

alarm Sounding
The	alarm	will	sound	and	LED	will	flash	when	the	
reading	rises	above	and/or	falls	below	the	alarm	
points	that	have	been	activated	and	set.		The	unit	
will	sound	an	alarm	for	up	to	one	(1)	minute	as	
long	as	the	current	reading	is	above	and/or	below	
the	alarm	set	point.		The	LED	will	continue	to	flash	
as	long	as	the	current	reading	is	above	and/or	
below	the	alarm	set	point.		Once	the	reading	
returns	to	an	“in-range”	condition,	the	alarm	will	
stop	sounding	and	the	LED	will	stop	flashing.		To	
silence	a	sounding	alarm,	press	any	button.

“in-Range” alarm Setting
If	the	high	alarm	set	point	is	lower	than	the	low	
alarm	set	point,	the	alarm	will	sound	when	the	
reading	is	between	the	two	alarm	set	points.		
This	allows	an	alarm	to	be	set	for	an	“in-range”	
condition	instead	of	an	“out-of-range”	condition.		
For	example,	to	have	the	alarm	sound	when	the	
humidity	is	within	the	range	of	40%	to	45%,	set	the	
Low	Alarm	to	alarm	at	45%	and	the	High	Alarm	to	
alarm	at	40%.
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aUto SHUt-off featURe
To	preserve	battery	life,	the	unit	may	be	set	to	
turn	off	automatically	if	no	button	is	pressed	for	20	
minutes.		No measurements are taken while the 
unit is turned off; therefore, if alarms have been 
set, they will not sound while the unit is off.
To	enable	the	auto	shut-off	feature,	press	and	hold	
the	CLEAR	button	until	“AUTO	OFF”	appears	on	
the	display.		The	unit	will	now	turn	off	if	no	buttons	
are	pressed	for	20	minutes.		To	turn	the	unit	on,	
press	any	button.

To	disable	the	auto	shut-off	feature,	press	and	hold	
the	CLEAR	button	until	“AUTO	OFF”	no	longer	
appears	on	the	display.

BencH StanD 
The	unit	may	be	placed	on	a	horizontal	surface	
by	using	the	supplied	plastic	bench	stand.		Insert	
the	pegs	of	the	bench	stand	into	the	holes	located	
on	either	side	of	the	battery	cover.	The	holes	and	
pegs	are	different	sizes	so	that	the	stand	may	only	
be	inserted	one	way.		Do	not	install	the	stand	incor-
rectly	and	force	it.

WaLL MoUntinG
Set	a	screw	into	the	wall	at	the	desired	location.	
Do	not	set	the	screw	flush	to	the	wall,	the	head	of	
the	screw	will	need	to	slip	into	the	receptacle	on	
the	back	of	the	unit.		Once	the	screw	has	been	
properly	set,	remove	the	bench	stand	(if	installed),	
and	hang	the	unit	in	place	by	sliding	the	receptacle	
on	the	back	of	the	unit	over	the	head	of	the	screw.

aLL opeRationaL DifficULtieS
If	this	unit	does	not	function	properly	for	any	
reason,	replace	the	batteries	with	new	high-quality	
batteries	(see	“Battery	Replacement”	section).	Low	
battery	power	can	occasionally	cause	any	number	
of	“apparent”	operational	difficulties.		Replacing	the	
batteries	with	new	fresh	batteries	will	solve	most	
difficulties.

BatteRY RepLaceMent
Erratic	readings,	a	faint	display,	or	no	display	are	
all	indications	that	the	batteries	must	be	replaced.		
Remove	the	bench	stand	(if	installed).		Slide	the	
battery	cover	down	in	the	direction	of	the	arrow.		
Remove	the	exhausted	batteries	and	replace	with	
two	new	AAA	alkaline	batteries.		Make	certain	to	
insert	the	new	batteries	with	the	proper	polarity	as	
indicated	in	the	illustration	in	the	battery	compart-
ment.		Replace	the	battery	cover.

WaRRantY oR SeRVice
For	warranty,	service,	or	recalibration,	contact:

CONTROL COMPANY
4455	Rex	Road

Friendswood,	Texas	77546	USA
Ph.	281	482-1714		•		Fax	281	482-9448

E-mail	sales@control3.com		•		www.control3.com

Control	Company	is	ISO	9001	Quality-Certified	by	DNV	
and	ISO	17025	accredited	as	a	Calibration	Laboratory	by	

A2LA.


