
Calibration Columns with Fixed Caps
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KOFLO CORPORATION 
309 CARY POINT DR 

CARY.IL60013 
(847)516-3700 
1-800-STATICS 
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KOFLO CORPORATION 
309 CARY POINT DR 

CARY, IL 60013 
(847) 516-3700 
1-800-STATICS 
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KOFLO CORPORATION 
309 CARY POINT DR. 

CARY, ll 60013 
(847)516-3700 
1-800-STATICS 
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KOFLO CORPORATION 
CARY IL60013 
(847)516-3700 
1·800·STATICS 

INCREMENTS 
1 ML I 0.020 GPH 

2 ML I 0.050 GPH 

5 ML I 0.050 GPH 

5 ML / 0.125 GPH 

10 ML / 0.250 GPH 

20 ML / 0.250 GPH 

100 ML I 1.000 GPH 

100 ML I 1.000 GPH 
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309CARYPOINTOA 

CARY,IL60013 
(847)516·3700 
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KOFLO CORPORATION 

109 CARY POINT OR 

CARY IL 600 13 

1847) 516-3700 
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"B"_/ 
NOTE: - USE ONE (1) MINUTE TEST TO DETERMINE FLOWRATE

- CALIBRATION COLUMNS ARE USED IN GRAVITY SYSTEMS OPEN
FNPT CONNECTIONS 

TOP AND BOTTOM 
TO THE ATMOSPHERE AND THEREFORE ARE NOT PRESSURE RATED

Koflo Corporation 
309 CARY POINT DR. 

CARY, IL 60013 
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CUSTOMER: 

MODEL NO: 

PVC CALIBRATION COLUMNS WITH FIXED CAPS 

DRAWN BY 
N.J.F 

REVISED 
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REVISED 8/14/14

DRAWING NUMBER 

KD-1032 

sales@novatech-usa.com
www.novatech-usa.com
Tel: (866) 433-6682 Fax: (866) 433-6684
Tel: (281) 359-8538 Fax: (281) 359-0084


